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(57) ABSTRACT

A machine system including a sensor unit detecting periodi-
cally an acceleration at a tip part of a movable member, a data
acquisition unit acquiring first time-series data of the accel-
eration at the tip part of the movable member corresponding
to sensor signal received via a wireless signal path, a data
calculation unit configured to calculate second time-series
data corresponding to the first time-series data based on a
driving command of the motor, a delay time calculation unit
calculating a delay time of the first time-series data with
respect to the second time-series data according to a degree of
correlation between first time-series data and the second
time-series data, and a correction unit correcting the first
time-series data based on the delay time.

8 Claims, 7 Drawing Sheets
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1
MACHINE SYSTEM INCLUDING WIRELESS
SENSOR

BACKGROUND OF INVENTION

1. Field of the Invention

The present invention relates to a machine system includ-
ing a wireless sensor.

2. Description of the Related Art

In recent years, in a machine tool and an industrial robot,
there has been a request for speeding up an operation in order
to improve productivity. The speeded-up operation of the
machine tool or the robot is accompanied by generation of
vibration at a tip part of the machine tool or the robot. Con-
cerning suppression of such vibration, there is known a device
configured in such manner that a wireless acceleration sensor
is provided at an arm tip part of the robot and vibration at the
arm tip part is suppressed based on a sensor signal transmitted
from the acceleration sensor by wireless. This device is
described in, for example, Japanese Laid-open Patent Publi-
cation No. 2011-161562 (JP2011-161562A).

In wireless communication, a signal transmission delay
may occur. However, in the device described in JP2011-
161562A, no consideration is given to such a wireless trans-
mission delay. Therefore, when a delay occurs in transmis-
sion of the sensor signal from the acceleration sensor, it is
difficult to accurately suppress the vibration at the arm tip
part.

SUMMARY OF THE INVENTION

According to an aspect of the present invention, a machine
system includes a machine device including a movable mem-
ber driven by a motor, a control device configured to control
the machine device, a sensor unit provided at a tip part of the
movable member and configured to periodically detect a posi-
tion, a speed or acceleration of the tip part, a wireless signal
path through which a sensor signal indicating the position, the
speed or the acceleration detected by the sensor unit is trans-
mitted from the machine device to the control device by
wireless, a data acquisition unit configured to acquire first
time-series data of the position, the speed or the acceleration
at the tip part of the movable member corresponding to the
sensor signal received via the wireless signal path, a data
calculation unit configured to calculate, based on a driving
command of the motor, second time-series data of the posi-
tion, the speed or the acceleration at the tip part of the movable
member corresponding to the first time-series data, a delay
time calculation unit configured to calculate a delay time of
the first time-series data with respect to the second time-series
data according to a degree of correlation between first time-
series data acquired by the data acquisition unit and the sec-
ond time-series data calculated by the data calculation unit,
and a correction unit configured to correct the first time-series
data based on the delay time calculated by the delay time
calculation unit.

According to another aspect of the present invention, a
machine system includes a machine device including a mov-
able member driven by a motor, a control device configured to
control the machine device, a rotational amount detection unit
configured to detect a rotational amount of the motor, a sensor
unit provided at a tip part of the movable member and con-
figured to periodically detect a position, a speed or accelera-
tion of the tip part, a wireless signal path through which a
sensor signal indicating the position, the speed or the accel-
eration detected by the sensor unit is transmitted from the
machine device to the control device by wireless, a data
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acquisition unit configured to acquire first time-series data of
the position, the speed or the acceleration at the tip part of the
movable member corresponding to the sensor signal received
via the wireless signal path, a data calculation unit configured
to calculate, based on a detection value acquired by the rota-
tional amount detection unit, second time-series data of the
position, the speed or the acceleration at the tip part of the
movable member corresponding to the first time-series data,
a delay time calculation unit configured to calculate a delay
time of the first time-series data with respect to the second
time-series data according to a degree of correlation between
first time-series data acquired by the data acquisition unit and
the second time-series data calculated by the data calculation
unit, and a correction unit configured to correct the first time-
series data based on the delay time calculated by the delay
time calculation unit.

BRIEF DESCRIPTION OF THE DRAWINGS

The objects, features, and advantages of the present inven-
tion will become more apparent from the following detailed
description of the exemplary embodiments of the present
invention taken in connection with the accompanying draw-
ings, in which:

FIG. 1 is a diagram schematically illustrating a configura-
tion of a machine system according to a first embodiment of
the present invention;

FIG. 2 is a diagram illustrating a configuration of an indus-
trial robot as an example of a machine device to which the
present invention is applied;

FIG. 3 is a flowchart illustrating an example of processing
executed by a controller of the machine system according to
the first embodiment of the present invention;

FIG. 4A is a graph illustrating characteristics of first time-
series data acquired in step S1 illustrated in FIG. 3;

FIG. 4B is a graph illustrating a relationship between the
characteristics of the first time-series data acquired in step S1
illustrated in FIG. 3 and characteristics of second time-series
data acquired in step S2;

FIG. 4C is a graph illustrating a shifted state of the first
time-series data illustrated in FIG. 4B;

FIG. 5 is a flowchart illustrating a modified example of the
processing illustrated in FIG. 3;

FIG. 6A is a graph illustrating respective characteristics of
the first and second time-series data when an operation speed
of the robot is fast;

FIG. 6B is a graph illustrating respective characteristics of
the first and second time-series data when the operation speed
of the robot is slow;

FIG. 7 is a flowchart illustrating an example of processing
executed by a controller of a machine system according to a
second embodiment of the present invention;

FIG. 8 is a graph illustrating an operation start time point of
first time-series data determined in the processing illustrated
in FIG. 7; and

FIG. 9 is a graph illustrating an operation start time point of
second time-series data determined in the processing illus-
trated in FIG. 7.

DETAILED DESCRIPTION
First Embodiment
Hereinafter, a first embodiment of the present invention
will be described referring to FIGS. 1 to 6B. FIG. 1 is a

diagram schematically illustrating a configuration of a
machine system 1 according to the first embodiment of the
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present invention. As illustrated in FIG. 1, the machine sys-
tem 1 includes a machine device 10, and a control device 20
configured to control the machine device 10. The machine
device 10 may be a machine tool or an industrial robot.
Hereinafter, the machine device 10 will be described as an
industrial robot.

FIG. 2 is a diagram illustrating a configuration of an articu-
lated industrial robot 10 according to the embodiment of the
present invention. As illustrated in FIG. 2, the industrial robot
10 includes a rotatable arm 11. A tool (spot welding gun in
FIG. 2) 12 is provided at a tip part of the arm 11. The arm 11
is driven to rotate by a servo motor provided at each joint part
11a (each shaft). In FIG. 2, a state where the tool 12 moves
from a first position P1 (solid line) to a second position P2
(broken line) is illustrated.

Asillustrated in FIG. 1, the robot 10 includes a servo motor
13 configured to drive the arm 11, and a wireless sensor 14
provided at the tip part of the arm 11. The servo motor (here-
inafter, may be also referred to simply as a motor) 13 includes
a position detector 131 such as a rotary encoder, and a rota-
tional amount of the motor 13 is detected by the position
detector 131. The wireless sensor 14 is an acceleration sensor
configured to periodically detect acceleration al of the arm
tip part, and includes a transmission unit 141 configured to
transmit a signal (sensor signal) of the detected acceleration
al to the control device 20 by wireless.

The control device 20 includes a wireless data storage unit
21 and a controller 22. The wireless data storage unit 21
includes a reception unit 211 configured to receive the sensor
signal transmitted from the robot 10. The transmission unit
141 of the robot 10 and the reception unit 211 of the control
device 10 constitute a wireless signal path 3. The wireless
data storage unit 21 stores data corresponding to the sensor
signal received by the reception unit 211, in other words,
time-series data (first time-series data) of the acceleration al
of the arm tip part.

The controller 22 is configured to include an arithmetic
processing unit including a central processing unit (CPU), a
read-only memory (ROM), arandom access memory (RAM),
and other peripheral circuits. The controller 22 includes such
functional components as a motor control unit 23, a data
calculation unit 24, a delay time calculation unit 25, and a
correction unit 26.

The motor control unit 23 outputs a control signal (driving
command) to the motor 13 according to a preset operation
program. At this time, the motor control unit 23 reads a signal
from the position detector 131, and executes feedback control
for the motor 131 so as to match rotation of the motor 13 with
a command value according to the signal from the position
detector 131.

The data calculation unit 24 calculates, based on the driv-
ing command of the motor 13, time-series data (second time-
series data) of acceleration a2 at the arm tip part which is a
fitting position of the wireless sensor 14. In this case, the data
calculation unit 24 first calculates time-series data of a coor-
dinate position of the arm tip part by sequentially converting
command values of the motors 13 of the respective shafts, and
then calculates the time-series data of the acceleration a2 by
determining the second order differential of the coordinate
position data by time.

The delay time calculation unit 25 calculates a correlation
value C digitizing a correlation between the first time-series
data of the acceleration al stored in the wireless data storage
unit 21 and the second time-series data of the acceleration a2
calculated by the data calculation unit 24. The delay time
calculation unit 25 also calculates delay time ta of the first
time-series data with respect to the second time-series data
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according to the correlation value C. The correlation value C
can be calculated by, for example, a least squares method. In
other words, a difference between the first time-series data
and the second time-series data at the same time point (e.g.,
difference Aa between characteristics f1 and {2 illustrated in
FIG. 4B) is squared, and a sum of squares acquired by adding
the squared value for a predetermined time period is set as the
correlation value C.

In this case, as the correlation between the first time-series
data and the second time-series data is stronger, a calculated
value by the least squares method, in other words, the corre-
lation value C, is smaller. Accordingly, sizes of the correlation
value C and a preset reference value Ca are determined. When
the correlation value C is larger than the reference value Ca,
the first time-series data is shifted to an opposite side (arrow
direction A illustrated in FIG. 4B) delayed by predetermined
time At until the correlation value C is equal to or smaller than
the reference value Ca. When the correlation value C is equal
to or smaller than the reference value Ca, total shifting time ta
of'the first time-series data is set as delay time. The reference
value Ca corresponds to the correlation value C between the
first time-series data and the second time-series data when it
is assumed, for example, that no delay has been generated in
the first time-series data, and can be acquired by experiment
or analysis.

The correction unit 26 corrects the first time-series data
based on the delay time ta calculated by the delay time cal-
culation unit 25. For example, the correction unit 26 subtracts
the delay time ta from a time value of the first time-series data.
As a result, the characteristics f1 of the first time-series data
shift in the arrow direction A illustrated in FIG. 4B, thereby
enabling a time axis of the data acquired by the wireless
sensor 14 to be matched with that of the operation command
of the robot 1, and the influence of the delay of the data
transmitted through the wireless signal path 3 to be elimi-
nated. Therefore, sufficient vibration suppression can be car-
ried out by using the data from the wireless sensor 14 (accel-
eration sensor).

FIG. 3 is a flowchart illustrating an example of processing
executed by the controller 22 of the machine system 1 accord-
ing to the first embodiment of the present invention. The
processing illustrated in the flowchart is started by, for
example, turning power ON for the controller 22, and repeat-
edly executed by a predetermined period. In step S1, the first
time-series data of the acceleration al stored in the wireless
data storage unit 21 and the driving command (motor com-
mand value) output from the motor control unit 23 to the
motor 13 are read. FIG. 4A is a graph illustrating character-
istics f1 of the first time-series data acquired in step S1 when
the arm tip part is moved from a first position P1 to a second
position P2.

In step S2, by processing at the data calculation unit 24,
second time-series data of acceleration a2 at the fitting part of
the wireless sensor 4 is calculated based on the motor com-
mand value acquired in step S1. FIG. 4B is a graph illustrating
a relationship between the characteristics f1 of the first time-
series data acquired in step S1 and characteristics f2 of the
second time-series data calculated in step S2. The first and
second time-series data respectively represent the accelera-
tion al, a2 at the same position of the arm tip part. As illus-
trated in FIG. 4B, waveform patterns (peak and trough gen-
eration patterns) of the characteristics fl and f2 are
substantially similar to each other. However, the sensor signal
transmitted through the wireless signal path 3 has a delay, and
the characteristics f1 are shifted to a delay side along a time
axis with respect to the characteristics f2.
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In step S3, by processing at the delay time calculation unit
25, a correlation value C between the first time-series data
acquired in step S1 and the second time-series data calculated
in step S2 is calculated. The correlation value C can be cal-
culated by, for example, a least squares method. In step S3, as
illustrated in FIG. 4B, a value acquired by squaring a difter-
ence Aa between the first time-series data and the second
time-series data is added along the time axis to calculate a
sum of squares.

In step S4, by processing at the delay time calculation unit
25, whether the correlation value C calculated in step S3 is
equal to or smaller than a preset reference value Ca, in other
words, whether a degree of correlation between the first time-
series data and the second time-series data is equal to or
higher than a certain level, is determined. If the negative
decision is made in step S4, the processing proceeds to step
S5.

In step S5, the time axis of the first time-series data is
shifted by predetermined time At in the arrow direction A
illustrated in FIG. 4B that is a delay opposite side. Then, in
step S3, a correlation value C between the first time-series
data shifted by the predetermined time At and the second
time-series data is calculated. The processing of steps S3 to
S5 is repeated until the correlation value C is equal to or
smaller than the reference value Ca. When the correlation
value C is equal to or smaller than the reference value Ca, the
positive decision is made in step S4, and the processing pro-
ceeds to step S6.

FIG. 4C is a graph illustrating a relationship between the
characteristics f1 and f2 in a state where the correlation value
C is equal to or smaller than the reference value Ca. In FIG.
4C, the first time-series data is shifted to a delay side by a time
ta from the state illustrated in FIG. 4A. Accordingly, time axes
of waveforms of the characteristics fl and f2 substantially
match each other, and thereby a good correlation is acquired
between the first time-series data and the second time-series
data. Through the processing of steps S3 to S5, the delay time
calculation unit 25 can calculate shifting time (time ta illus-
trated in FIG. 4C) of the first time-series data until the corre-
lation value C is equal to or smaller than the reference value
Ca), i.e., delay time ta.

In step S6, by processing at the correction unit 26, the first
time-series data is corrected by using the delay time ta. For
example, the delay time ta is subtracted from the time value of
the first time-series data, and the subtracted value is used as a
correction value of the first time-series data. The vibration
suppression control unit (not illustrated) in the controller 22
executes vibration suppression processing by using the cor-
rection value. Thus, the data acquired by the wireless sensor
14 corresponds to the operation of the robot 10 without any
delay, and vibration suppression control can be performed
well.

The first embodiment of the present invention can provide
the following operation effects.

(1) The machine system 1 includes the wireless sensor 14
provided at the tip part of the arm 11 and configured to
periodically detect the acceleration al of the arm tip part, the
wireless signal path 3 through which the sensor signal indi-
cating the acceleration al detected by the wireless sensor 14
is transmitted from the robot 10 to the control device 20 by
wireless, the wireless data storage unit 21 configured to
acquire the first time-series data of the acceleration al at the
arm tip part corresponding to the sensor signal received via
the wireless signal path 3, the data calculation unit 24 con-
figured to calculate, based on the driving command of the
motor 13, the second time-series data of the acceleration a2 at
the arm tip part, the delay time calculation unit 25 configured
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to calculate the delay time ta of the first time-series data with
respect to the second time-series data according to the degree
of correlation between the first time-series data acquired by
the wireless data storage unit 21 and the second time-series
data calculated by the data calculation unit 24, and the cor-
rection unit 26 configured to correct the first time-series data
based on the calculated delay time ta. Thus, the delay of the
sensor signal transmitted via the wireless signal path 3 can be
corrected, and vibration suppression control or the like at the
arm tip part can be accurately performed.

(2) The delay time calculation unit 25 calculates the corre-
lation value C digitizing the correlation between the first
time-series data and the second time-series data, repeats the
calculation of the correlation value C while shifting the first
time-series data by the predetermined time At until the cor-
relation value C is within the reference value Ca (steps S3 to
S5), and calculates the shifting time ta from the initial state of
the first time-series data when the correlation value C is
within the reference value Ca. Thus, by digitizing the corre-
lation between the first time-series data and the second time-
series data to determine the size relationship with respect to
the reference value Ca, the delay time ta for matching the time
axis of the first time-series data with that of the second time-
series data can be easily and accurately calculated. The cor-
relation value C can be easily calculated by using the least
squares method.

By using a correlation coefficient in place of the least
squares method, the correlation value C indicating the degree
of correlation between the first time-series data and the sec-
ond time-series data can be calculated. The correlation coef-
ficient can be acquired within a range of -1 to +1. The corre-
lation coefficient is larger (closer to 1) as the correlation
between the first time-series data and the second time-series
data is stronger. Accordingly, when the correlation value C is
calculated by using the correlation coefficient, a size relation-
ship between the correlation value C and a preset reference
value Cb may be determined. Then, when the correlation
value C is smaller than the reference value Cb, the first time-
series data may be shifted to an opposite side delayed by
predetermined time At until the correlation value C reaches
the reference value Cb or higher, and shifting time of the first
time-series data when the correlation value C reaches the
reference value Cb or higher may be set as delay time ta. The
reference value Cb corresponds to the correlation value C
when it is assumed, for example, that no delay has been
generated in the first time-series data, and can be acquired by
experiment or analysis.

According to the first embodiment, the second time-series
data is calculated based on the driving command of the motor
13. However, the second time-series data can be calculated
based on a signal (feedback signal) from the position detector
131. FIG. 5 is a flowchart illustrating an example of process-
ing executed by the controller 22 in this case. Portions for
executing the same processing as that illustrated in FIG. 3 are
denoted by the same reference signs.

In step S12 illustrated in FIG. 5, by processing at the data
calculation unit 24, second time-series data of acceleration a2
at the fitting part of the wireless sensor 14 is calculated based
on feedback information of the motor 13 detected by the
position detector 131. Thereafter, delay time ta is calculated
by using this second time-series data. Thus, using an actually
measured value of a rotational amount of the motor 13
achieves better correspondence between the first time-series
data and the second time-series data. As a result, when the first
time-series data is shifted by the delay time ta in a delay
eliminating direction, the degree of correlation between the
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first time-series data and the second time-series data is
increased, thereby enabling accurate calculation of the delay
time ta.

According to the first embodiment, the correlation value C
digitizing the correlation between the first time-series data
and the second time-series data is calculated, the calculation
of the correlation value C is repeated while shifting the first
time-series data by the predetermined time At until the cor-
relation value C reaches the reference value Ca or Cb, and the
shifting time ta of the first time-series data when the correla-
tion value C reaches the reference value Ca or Cb is set as the
delay time. In other words, the size relationship between the
correlation value C and the reference value Ca or Cb is deter-
mined to calculate the delay time ta. However, the delay time
ta can be calculated without using the reference value Ca or
Cb.

For example, when the correlation value C is calculated by
using the least squares method, the calculation of the corre-
lation value C is repeated while shifting the first time-series
data by the predetermined time At, and shifting time ta of the
first time-series data when the correlation value C is smallest
may be set as the delay time. On the other hand, when the
correlation value C is calculated by using the correlation
coefficient, the calculation of the correlation value C is
repeated while shifting the first time-series data by the pre-
determined time At, and shifting time ta of the first time-series
data when the correlation value C is largest may be set as the
delay time.

Thus, the calculation of the correlation value C is repeated
while shifting the first time-series data by the predetermined
time At, and the shifting time ta of the first time-series data
when the correlation value C is largest or smallest can be set
as the delay time. This arrangement enables elimination of
time and labor for setting the reference value Ca or Cb, and
more accurate correction of shifting of the time axis of the
first time-series data from the second time-series data.

According to the first embodiment, the predetermined time
At is preferably set not to a fixed value but according to a
difference between the correlation value C and the reference
value Ca or Cb. For example, as the difference between the
correlation value C and the reference value Ca or Cb is larger,
the predetermine time At is set longer. Thus, when the corre-
lation value C is large, the predetermine time At is set long,
and calculation time until the correlation value C reaches the
reference value Ca or Cb can be shortened.

FIG. 6A is a graph illustrating respective characteristics f1
and 12 of the first and second time-series data when an opera-
tion speed of the robot 10 is fast. FIG. 6B is a graph illustrat-
ing respective characteristics f1 and f2 of the first and second
time-series data when the operation speed of the robot is slow.
As illustrated in FIG. 6A, when the operation speed is fast,
since vibration is larger, the acceleration al detected by the
wireless sensor 14 is larger. As a result, the first time-series
data greatly deviates from the second time-series data. On the
other hand, as illustrated in FIG. 6B, when the operation
speed is slow, since vibration is smaller, the acceleration al
detected by the wireless sensor 14 is smaller. As a result, the
difference between the first time-series data and the second
time-series data is smaller than that illustrated in FIG. 6A.

In view of this point, the reference value Ca or Cb is
preferably set according to the acceleration a2 at the arm tip
part calculated by the data calculation unit 24. For example,
as the acceleration a2 is larger, the reference value Ca or Cb is
set larger. Thus, the degree of correlation between the first
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time-series data and the second time-series data can be deter-
mined irrespective of a size of vibration.

Second Embodiment

A second embodiment of the present invention will be
described referring to FIGS. 7 to 9. The second embodiment
is different from the first embodiment in processing at a delay
time calculation unit 25. Specifically, according to the first
embodiment, the delay time ta is calculated by shifting the
first time-series data by the predetermined time At. However,
according to the second embodiment, delay time ta is calcu-
lated by determining respective operation start time points of
first and second time-series data. Hereinafter, mainly difter-
ences from the first embodiment will be described.

FIG. 7 is a flowchart illustrating an example of processing
executed by a controller 22 of a machine system 1 according
to the second embodiment of the present invention. In step
S21, as in the case of step S1 illustrated in FIG. 3, first
time-series data of acceleration al stored in a wireless data
storage unit 21 and a motor command value output from a
motor control unit 23 to a motor 13 are read. In step S22, as in
the case of step S2, based on the motor command value
acquired in step S21, second time-series data of acceleration
a2 at a fitting part of a wireless sensor 14 is calculated.

In step S23, an operation start time point t1 (first operation
start time point) of the first time-series data acquired in step
S21 is determined. FIG. 8 is a graph illustrating characteris-
tics fl of the first time-series data and characteristics f11
acquired by differentiating the first time-series data by time.
As indicated by the characteristics fl, at the stop time of a
robot 10, data of the acceleration al detected by the wireless
sensor (acceleration sensor) 14 is substantially constant (0).
When the robot 10 starts operating at the time point t1, the
acceleration data changes. Accordingly, in step S23, the time
point (first operation start time point t1) when the acceleration
data changes is determined. In this case, in order to facilitate
determination of the first operation start time point tl, the
delay time determination unit 25 calculates time-series data
of accelerated-acceleration all acquired by differentiating
the acceleration data by time as indicated by the characteris-
tics f11 illustrated in FIG. 8. Then, a time point t1 when
changing point of the characteristics f11 occurs, more spe-
cifically, a time point when the accelerated-acceleration all
exceeds a threshold value, is calculated, and this time point t1
is set as a first operation start time point.

In step S24, an operation start time point t2 (second opera-
tion start time point) of the second time-series data calculated
in step S22 is determined. FIG. 9 is a graph illustrating char-
acteristics 2 of the second time-series data and characteris-
tics 121 acquired by differentiating the second time-series
data by time. As indicated by the characteristics 2 illustrated
in FIG. 9, at the stop time of the robot 10, data of acceleration
a2 calculated based on the motor command value is substan-
tially constant (0). When the robot 10 starts operating at the
time point t2, the acceleration data changes. Accordingly, in
step S24, the time point (second operation start time point t2)
when the acceleration data changes is determined. Also, in
this case, as indicated by the characteristics £21 illustrated in
FIG. 9, the delay time determination unit 25 calculates time-
series data of accelerated-acceleration a21 acquired by dif-
ferentiating the acceleration data by time. Then, a time point
12 when changing point of the characteristics £21 occurs,
more specifically, a time point when the accelerated-accel-
eration a2l exceeds a threshold value, is calculated, and this
time point t2 is set as a second operation start time point.
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In step S25, a difference (t1-12) between the first operation
start time point t1 calculated in step S23 and the second
operation start time point t2 calculated in step S24 is calcu-
lated to be set as delay time ta. In step S26, as in the case of
step S6 illustrated in FIG. 3, the first time-series data is
corrected by using the delay time ta. In the processing of steps
S23 and S24, the first operation start time point t1 and the
second operation start time point t2 may be directly deter-
mined based on the characteristics f1 and f2 of the accelera-
tion.

Thus, according to the second embodiment, the first opera-
tion start time point t1 of the root 10 is calculated based on the
first time-series data, the second operation start time point t2
is calculated based on the second time-series data, and the
difference (t1-t2) therebetween is set as the delay time ta. As
a result, it is not necessary to repeatedly shift the first time-
series data along the time axis, and the delay time ta can be
calculated within a shorter time than that of the first embodi-
ment.

According to the second embodiment, in view of good
correspondence between the first time-series data and the
second time-series data except shifting in time axis, the point
of correspondence between the first time-series data and the
second time-series data, in other words, the difference
between the first operation start time point t1 and the second
operation start time point t2, is calculated. When the first
time-series data is shifted by an amount equivalent to this
difference, good correlation is set between the first time-
series data and the second time-series data. In other words, the
calculation of the difference between the first operation start
time point t1 and the second operation start time point t2
corresponds to calculation of delay time ta according to a
degree of correlation between the first time-series data and the
second time-series data.

According to the second embodiment, the second time-
series data is calculated by using the motor command value
(step S22). However, as in the case of step S12 illustrated in
FIG. 5, the second time-series data may be calculated by a
position detector 131. The operation start time points t1 and t2
are points at which the time-series data change (changing
points). However, by using other changing points different
from the operation start time points and corresponding to
each other, delay time of the first time-series data with respect
to the second time-series data may be calculated.

According to the embodiment, the wireless sensor 14 is
provided atthe arm tip part, and the acceleration al of the arm
tip part is detected by the wireless sensor 14. In other words,
the wireless sensor 14 is configured as a wireless acceleration
sensor. However, a configuration of the sensor unit is not
limited to this. For example, the sensor unit can be configured
by using a wireless gyro sensor, a wireless vision sensor, or a
wireless inertial sensor.

Rather than detecting the acceleration by the sensor unit, a
position or a speed changed following the operation of the
robot 10 may be detected. Specifically, a position sensor for
detecting a position of the arm tip part or a speed sensor for
detecting a speed of the arm tip part can be used as a sensor
unit. Accordingly, a wireless data storage unit 21 serving as a
data acquisition unit may acquire first time-series data of a
position or a speed at the arm tip part corresponding to a
sensor signal received via a wireless signal path 3. As long as
the sensor signal from the wireless sensor 14 is transmitted to
acontrol device 20 by wireless, a configuration of the wireless
signal path 3 is not limited to that described above.

According to the first embodiment, based on the driving
command of the motor 13 (FIG. 3), and based on the signal
from the position detector 131 serving as the rotational
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amount detection unit (FIG. 5), the data calculation unit 24
calculates the second time-series data of the acceleration a2.
On the other hand, when the wireless sensor 4 detects a
position or a speed, the data calculation unit 24 only needs to
calculate a position or a speed of the arm tip part. In other
words, as long as a position, a speed or acceleration corre-
sponding to the first time-series data is calculated, a configu-
ration of the data calculation unit 24 is not limited to that
described above. For example, in the first embodiment, the
reference value Ca or Cb may be set not according to the
acceleration a2 but according to the speed. In other words, as
the speed is faster, the reference value Ca or Cb may be set
larger. When the second time-series data corresponding to the
first time-series data is position data, the data calculation unit
24 may calculate speed data by differentiating the position
data by time, and set the reference value Ca or Cb according
to the speed data.

The delay time ta is calculated by using the correlation
value C according to the first embodiment, while the delay
time ta is calculated by using the operation start time points t1
and t2 according to the second embodiment. However, any
configuration may be employed for the delay time calculation
unit 25 as long as the delay time of the first time-series data
with respect to the second time-series data is calculated
according to the degree of correlation between the first time-
series data and the second time-series data.

In the above embodiment, the machine device 10 is
described as the industrial robot. However, the present inven-
tion can be similarly applied to other machine devices such as
a machine tool. Thus, the movable member driven by the
motor is not limited to the arm 11.

One or a plurality of modified examples of the embodiment
can be arbitrarily combined.

According to the present invention, the delay time of the
first time-series data with respect to the second time-series
data is calculated according to the degree of correlation
between the first time-series data corresponding to the sensor
signal transmitted via the wireless signal path and the second
time-series data calculated based on the motor driving com-
mand or the motor rotational amount, and the first time-series
data is corrected by using the delay time. As a result, the delay
of the sensor signal can be corrected, and vibration suppres-
sion control or the like of the machine can be accurately
carried out.

While the preferred embodiments of the present have been
described, as obvious to those skilled in the art, various modi-
fications and changes can be made without departing from the
scope of the appended claims.

The invention claimed is:

1. A machine system comprising:

a machine device including a movable member driven by a
motor;

a control device configured to control the machine device;

a sensor unit provided at a tip part of the movable member
and configured to periodically detect a position, a speed
or acceleration of the tip part;

a wireless signal path through which a sensor signal indi-
cating the position, the speed or the acceleration
detected by the sensor unit is transmitted from the
machine device to the control device by wireless;

a data acquisition unit configured to acquire first time-
series data of the position, the speed or the acceleration
at the tip part of the movable member corresponding to
the sensor signal received via the wireless signal path;

a data calculation unit configured to calculate, based on a
driving command of the motor, second time-series data
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of the position, the speed or the acceleration at the tip
part of the movable member corresponding to the first
time-series data;

adelay time calculation unit configured to calculate a delay

time of the first time-series data with respect to the
second time-series data according to a degree of corre-
lation between first time-series data acquired by the data
acquisition unit and the second time-series data calcu-
lated by the data calculation unit; and

a correction unit configured to correct the first time-series

data based on the delay time calculated by the delay time
calculation unit.

2. The machine system according to claim 1, wherein the
delay time calculation unit calculates a correlation value digi-
tizing a correlation between the first time-series data and the
second time-series data, repeats calculation of the correlation
value while shifting the first time-series data by a predeter-
mined time until the correlation value reaches a reference
value, and sets shifting time of the first time-series data when
the correlation value reaches the reference value as the delay
time.

3. The machine system according to claim 2, wherein the
predetermined time is set according to a difference between
the correlation value and the reference value.

4. The machine system according to claim 2, wherein,

the data calculation unit further calculates a position or

acceleration at the tip part of the movable member when
the second time-series data is position data, and

the reference value is set according to the position or the

acceleration at the tip part of the movable member cal-
culated by the data calculation unit.

5. The machine system according to claim 1, wherein the
delay time calculation unit calculates a correlation value digi-
tizing a correlation between the first time-series data and the
second time-series data, repeats calculation of the correlation
value while shifting the first time-series data by a predeter-
mined time, and sets shifting time of the first time-series data
when the correlation value is largest or smallest as the delay
time.

6. The machine system according to claim 1, wherein the
delay time calculation unit determines a first operation start
time point of the machine device based on the first time-series
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data acquired by the data acquisition unit, determines a sec-
ond operation start time point of the machine device based on
the second time-series data calculated by the data calculation
unit, and calculates the delay time according to a difference
between the first operation start time point and the second
operation start time point.

7. The machine system according to claim 1, wherein the
sensor unit includes at least one of a wireless gyro sensor, a
wireless acceleration sensor, a wireless vision sensor, and a
wireless inertial sensor.

8. A machine system comprising:

a machine device including a movable member driven by a

motor;

a control device configured to control the machine device;

a rotational amount detection unit configured to detect a
rotational amount of the motor;

a sensor unit provided at a tip part of the movable member
and configured to periodically detect a position, a speed
or acceleration of the tip part;

a wireless signal path through which a sensor signal indi-
cating the position, the speed or the acceleration
detected by the sensor unit is transmitted from the
machine device to the control device by wireless;

a data acquisition unit configured to acquire first time-
series data of the position, the speed or the acceleration
at the tip part of the movable member corresponding to
the sensor signal received via the wireless signal path;

a data calculation unit configured to calculate, based on a
detection value acquired by the rotational amount detec-
tion unit, second time-series data of the position, the
speed or the acceleration at the tip part of the movable
member corresponding to the first time-series data;

a delay time calculation unit configured to calculate a delay
time of the first time-series data with respect to the
second time-series data according to a degree of corre-
lation between first time-series data acquired by the data
acquisition unit and the second time-series data calcu-
lated by the data calculation unit; and

a correction unit configured to correct the first time-series
databased on the delay time calculated by the delay time
calculation unit.



